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II. For completely roofing the west or Royal Bar-
rack, either with teak or with sal beams, double tyles of"
a foot square and terrace to be laid on niae inches, and
beat till it is five inches in thickness.
All the windows of both the upper and lower barracks
are to be cut down and opened to the floor,, and fitted with
seasoned teak valve windows, strongly framed.
The western partition walls of the bomb-proofs are
to be removed and the whole of the western arcade of the
lower barrack, as well as the northern and southern ar-
cades of the upper barrack are to be fitted with seasoned
teak valve windows strongly framed.
Two arches of the southern bomb proofs are to be
cut open and arched. The floor of the western verandah
is to be raised to the present height of the bomb-proofs,
with brick on edge* and the whole of the floors of both the
upper and lower barrack is to be completely repaired and
newly painted and the walls are to be cleaned and put
in order.
The windows and arcades, where the building has.
been struck by lightning, are to be taken down and re-
built.
The number of beams required for the central part of the
building, which is about 340 feet by 63 in area, will be
nearly 336 of 22/xll//x9// and for the verandah nearly
40 beams of r7'-6*xlO"x8*.
The proposals should quote separately the price of
teak and sal beams of the above dimensions. The con-
tractor is to meet every expense for scaffolding, and all
other contingent charges, and to remove the rubbish to a
spot allotted at the foot of the glacis.
Plans, sections and schedule of the work will be-
placed at the Chief Engineer's office for the inspection of
those persons who may desire to contract; and at the
same office they may also see the musters of bricks and
brick moulds, tyles and tyle moulds, valves for windows^.